
 
Rhino Gun Rack Installation Instructions 

1-053 
 

Remove product from packaging. 
Hardware consists of:   

·  1ea.   ALUMINUM GUN RACK MOUNT 
·  2ea.  AIR-RIDE DOUBLE GRIP MOUNT 
·  8ea.   1/4-20 x 1-1/4 BHCS SS 
·  4ea.   1/4-20 x 3/4 BHCS SS 
·  4ea.   #24 LOOP STRAP 
·  12ea.  1/4-20 NYLOCK NUTS 
·  8ea. ¼ FLAT WASHER SS 18-8 
 

1. Place #24 clamps on x bars behind seat. Use inside holes for 2004, 2005 & 2006 year models.  
Use outside holes for 2007 year models. 

2. Place in position the aluminum bracket using holes for corresponding model 
3. Insert 1/4-20 x 3/4" bolts and lock nuts. 
4. Level the bracket from side to side, and tighten all fasteners. 
5. Install the Air-Ride double grip mounts using the 1/4-20 x 1-1/4” bolts, lock nuts and flat washers. 
6. Make sure all bolts and lock nuts are tight. 
7. Enjoy!!!!! 

 

 
 

Polaris RZR Installation Instructions 
 

Remove product from packaging. 
Hardware consists of:   

·  1ea.   ALUMINUM GUN RACK MOUNT 
·  2ea.  AIR-RIDE DOUBLE GRIP MOUNT 
·  8ea.   1/4-20 x 1-1/4 BHCS SS 
·  4ea.   1/4-20 x 3/4 BHCS SS 
·  4ea.   #24 LOOP STRAP 
·  12ea.  1/4-20 NYLOCK NUTS 
·  8ea. ¼ FLAT WASHER SS 18-8 
 

1. Place two (2) #24 clamps on the bar behind the seat head rest.  The hole in the clamp should be 
positioned above the bar, and the flat side of the clamp toward the rear of the vehicle. These two 
clamps will align with the top inside holes of the aluminum bracket. 

2. Place two (2) remaining clamps between the two clamps installed in step 1, positioning the hole 
in the clamp below the bar, and the flat side of the clamp toward the rear of the vehicle.  These 
two clamps will align with the bottom inner holes of the aluminum bracket. 

3. Place in position the aluminum bracket using 1/4-20 x 3/4" long bolts and lock nuts. 
4. Level the bracket from front to rear, and tighten all fasteners. 
5. Install the Air-Ride double grip mounts using the 1/4-20 x 1-1/4” bolts, lock nuts and flat washers. 
6. Make sure all bolts and lock nuts are tight. 
7. Enjoy!!!!! 

 
 If you have any questions, please call 423-569-3478 or visit www.dirtperformance.net, e-mail question to  
producttech@dirtperformance.net. 
 


