
 

 
 

Rhino Rear Bumper Installation Instructions 
1-710 

Remove Bumper from packaging. 
Hardware consists of:   

·  8ea. 3/8-16 x 2  
·  8ea. 3/8 LOCK WASHERS  
·  16ea 3/8 FLAT WASHERS 
·  2ea. 1/4-20 x 2   
·  2ea. 1/4-20 NYLOCK NUTS 
·  1ea. BUMPER 

 

1. Remove the OEM tail light wiring clips from bed channel.    

 



2. Unplug wiring quick disconnect on both sides. 

 

 

3. Lift bumper into place align the bumper temporarily clamp with vice grips to the bumper 
angle iron and the bed channel to hold in place. 

 

 

 

 

 

 

 

 



 

 

4. Using a power drill & 3/8 inch drill through the bed channel and bed using the holes that 
are predrilled in the bumper bracket . 

 

5. Install the 3/8x16 x 2 bolts place a flat washer on the head side of the bolt.  Insert bolt 
through bed and through channel and bracket.  Place a flat washer and lock washer and 
install locknut & tighten.  Repeat this step for the remaining 7 holes. 

6. Using a power drill & 1/4 inch drill through the bed channel and bed using the holes that 
are predrilled in the flat plate . 

7. Install the ¼ x 20 x 2 bolts place a flat washer on the head side of the bolt.  Insert bolt 
through bed and through channel and bracket.  Place a flat washer and lock washer and 
install locknut & tighten.  Repeat this step for the remaining hole. 

 



8. Route the wiring using the small holes in the bumper brackets & insert the OEM clips 

back in the original holes.  
9. Connect the wire quick connects back to each other. 
10. Enjoy!!!!! 

 
If you have any questions, please call 423-569-3478 or visit www.dirtperformance.net , e-mail 
question to producttech@dirtperformance.net. 


