
 

 
 

Rhino Rear Bumper Installation Instructions 
1-720 (Late 07’ & 08’ Years) 

Remove Bumper from packaging. 
Hardware consists of:   

·  8ea. 3/8-16 x 1 HCS Z 
·  8ea. 3/8 LOCK WASHERS  
·  2ea. ALUMINUM PREDRILLED & TAPPED PLATE 
·  1ea. BUMPER 

 

1. Remove the OEM tail light wiring clips from bed channel.    

 
2. Unplug wiring quick disconnect on both sides. 

 



3. Slide pre drilled & tapped aluminum plates into the rear bed channel on each side.  
To the 3rd hole from end. 

       

4. On late 07 & 08 years only 1 one hole in plate will be visible. 
5. Lift bumper into place align the single bolt hole in the aluminum bumper bracket 

to the hole on the bumper plate & temporarily bolt the bumper in place ( Be sure 
to position from side to side for placement.   

6. Mark the other (3) holes on each side. 
7. Remove the bumper and ALUMINUM BUMPER PLATE. 
8. Drill the 6 holes using ½ drill bit 

 

9. Replace the aluminum bumper bracket’s  
10. Align all holes in plate with bumper and install bolts (Tighten snuggly) 
11. 2007 Rhino you can use all Four 3/8 x 1 bolts with lock washers on each side for 

2006 just use Three 3/8 x 1 bolts.  
12. Position bumper checking side to side then tighten 3/8 x 1 bolts. 



13. Route the wiring using the small holes in the bumper brackets & insert the OEM 
clips back in the original holes. 

 
14. Connect the wire quick connects back to each other. 
15. Enjoy!!!!! 

 
If you have any questions, please call 423-569-3478 or visit www.dirtperformance.net , 
e-mail question to producttech@dirtperformance.net. 


