
 

 

Rhino Wedge Bumper Backup Lights 
OPERATION OF BACKUP LIGHTS 

1-720 

This wiring method will allow you to operate the backup light by shifting into reverse.  The 
backup light will only operate when the headlights are on.   
 

Parts Included & Tools Needed 

·  Qty. 1 - 30amp 12volt heavy duty relay (Included in Kit) 
·  Qty. 3 – inline Splice connectors (Included in Kit) 
·  Qty. 1 – Wiring Harness (Included in Kit) 
·  Qty. 20 – Black wire ties (Included in Kit)      
·  Roll of electrical tape (Customer Supplied) 
·  Wire Strippers / Crimps (Customer Supplied) 
·  Flat Nose Pliers (Customer Supplied) 

Wiring Harness includes the following 

·  36” of orange wire with a female insulated spade terminal fitted onto relay other end no connector 
·  78” of red wire with a female insulated spade terminal fitted onto relay other end no connector 
·  78” of blue wire with a female insulated spade terminal fitted onto relay other end no connector 
·  17 ft of white wire with a female insulated spade terminal fitted onto relay other end a female bullet 

connector to fit wire on bumper. 
·  17 ft of black wire with a fork spade terminal on battery box end other end a female bullet 

connector to fit wire on bumper. 
      Installation Procedure 1.  Open Hood 

2.  Remove Cover from Battery Box 



3.  Look behind dash and unplug the connector for the head light switch. 
4.  Look behind dash and unplug the connector for the key switch. 
5.  Look behind dash and unplug the two connectors for the dash lights. 
6.  Under the steering column mount carefully remove the three push connectors that hold  
     the wiring harness to the steering column bracket (While pulling down on the wiring  
     harness take a flat screwdriver and push on the back side of the push pin. 

   7.  Run all wires from battery/fuse box to the below given location.   
       We recommend following the original factory wiring harness path. 

·  Orange wire to dash light plugs (DO NOT CUT OFF EXCESS) 
·  Blue wire to headlight switch plug (DO NOT CUT OFF EXCESS) 
·  Red wire to key switch plug (DO NOT CUT OFF EXCESS) 
·  White Wire to rear bumper (DO NOT CUT OFF EXCESS) 
·  Black Wire to Rear bumper (DO NOT CUT OFF EXCESS) 

8. At the bumper make the following 2 connections. 
·  Connect the WHITE wire from the relay to the WHITE wire on the bumper. 
·  Connect the BLACK wire from the relay to the BLACK wire on the bumper. 
·  Start wire tying the wires up from the rear bumper back up to the battery box.  Leave 

enough slack so when the bed dumps it does not stretch the wires.  
9. At the battery connect the black wire with the fork spade terminal under the 
      negative side of the battery.  Just loosen the bolt insert the fork terminal and 
      retighten. 
10.  Go to the key switch plug 

·  Carefully unwrap the tape (To get enough room to make the connection 
·  Find the BLUE  wire with a BROWN STRIPE on it.  (THIS IS A KEYED HOT) 
·  Make sure your wire is routed properly before doing the finial connection 
·  Install the inline splice with the RED wire from the relay (Put wire in the splice and 

with a pair of pliers crimp down on the metal spade once the metal spade is down 
snap the blue cover over it and wrap with electrical tape for extra security.) 

·  Replug the connector 

  
 
 



11.  Go to the headlight switch plug  
·  Carefully unwrap the tape for about 6 inches 
·  Find the blue wire it may be a solid blue or a blue with a silver dash on it 
·  Make sure your wire is routed properly before doing the finial connection 
·  Install the inline splice with the blue wire from the relay (Put wire in the splice and 

with a pair of pliers crimp down on the metal spade once the metal spade is down 
snap the blue cover over it and wrap with electrical tape for extra security.) 

·  Replug the connector 
·  I did not show how to crimp this since it is the same as the previous.  The picture does 

show what the crimp should look like once completed. 
        

 12.  Go to the dash light plugs  
·  Should be the black plug.  
·  Carefully unwrap the tape if you need more room to make the connection. 
·  Find the GREEN wire with a BLUE STRIPE on it. 
·  Make sure your wire is routed properly before doing the finial connection 
·  Install the inline splice with the ORANGE wire from the relay (Put wire in the splice 

and with a pair of pliers crimp down on the metal spade once the metal spade is down 
snap the blue cover over it and wrap with electrical tape for extra security.) 

·  Replug the connector 
·  I did not show a picture of this since it is the same as the 2 previous steps. 13.   Reinstall the factory wiring harness push pins under the steering column mount.  That you  

        removed in step 6. 
14. Wire tie the cables from the switches back to the battery box. 
15.  In the right hand corner of the battery box insert the relay in the open area. 
16.  Test your backup lights. 
 
If you have any questions you may call us 423-569-DIRT(3478) 


