
 
 

RZR “EDGE” Rock Slider Nerf Bar Skid  
Installation Instructions 

2-086 
Remove product from packaging. 
Hardware consists of:  
 

·  Item no.  5 2-085 Z-BRACKET (2) 
·  Item no.  6 2-088 L-BRACKET (2) 
·  Item no. 10 2-086 (2) 
·  Item no. 17 M8-1.25 x 25 UHWH TRS (8) 
·  Item no. 12  8 mm FLAT WASHER(4) 
·  Item no. 13 M8-1.25 NYLOCK NUT (4) 
·  Item no. 18  1/4-20 x 1 UHWH TRS (8) 
·  Item no. 16  1/4-14 X 3/4 HWHSD (4) 

 

 
 
 
NOTE: Belly Skid should be mounted before starting. The box bracket at the 
front of the rock slider should be positioned toward the outside. 
1. Remove the bolts that fasten your Rock Sliders to the frame.  Leave the box 

bracket mounted to the frame (at the front). 



                                             
 

2. Rest the front end of the slider on top of the box bracket. 
 

                                               
 
3. Place Item 6 between Rock Slider and frame as shown in the diagram. 

 

                       
4. Insert Items 16 through slider and through Item 6 into the frame, at the rear of 

the slider. 
 



 
 
 
 
 
 
 

5. Insert Items 16 through Item 5 and 7 (Box Bracket), then through Item 8. 

                      
 

6. Install Items 11 and 12 (L. Nut) and tighten all fasteners firmly. 
7. Raise Item 10 up to bottom of Rock Slider and install Item17 in the four 

holes provided. 
 

                  
8. Install Items 15 through side of Rock Slider as shown. 
9. Check to ensure all fasteners are tight.  
10. Enjoy!!!!!  

 
If you have any questions, please call 423-569-3478 or visit www.dirtperformance.net. 

E-mail question to producttech@dirtperformance.net. 
    


