
 
 

RZR MAXX Ground Clearance Side Skid  
Installation Instructions 

2-087 
 

Remove product from packaging. 
Hardware consists of:  

·  Item no.  5 2-089-R Mounting Bracket (2ea.) 
·  Item no.  6 2-089-L Mounting Bracket (2ea.) 
·  Item no.  7 2-087 MAXX Skid(1ea.-Left), (1ea.-Right)  
·  Item no.  9  1/4-20 x 1 UHWH TRS (16ea.) 
·  Item no.  10 M8-1.25 x 25 UHWH TRS (8ea.) 

 
 
NOTE: Belly Skid should be mounted before starting.  
 
1. Remove the four (4) fasteners along the bottom of the door and discard them. 
2. Place Item 5 and Item 6 against the frame as shown in the diagram. 
3. Using a power drill and 3/8” nut driver, drive the M8-1.25 fasteners (Item 10) 

through the brackets into the frame. 
4. Place the three (3) tabs of the side skid on top of the main skid while aligning 

the notches with the seams of the belly skid. 
5. Hinge the skid up until you can start the four fasteners (Item 9) provided into 

the holes along the bottom of the door, do not tighten. 
6. Drive four (4) 1/4-20 fasteners (Item 9) into the brackets that you mounted in 

steps 2&3. 
7. Tighten the four outer bolts firmly. 
8. Installation is now complete. 

 
If you have any questions, please call 423-569-3478 or visit www.dirtperformance.net. 

E-mail question to producttech@dirtperformance.net. 
 
 
 

 
 
 
 



 
 


